Materials Used in Plumbing1. The image below describes which of the following?
a) Compressive strength
b) Tensile strength
c) Shear strength
d) Ductile strength
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2. Which of the following is not an ALLOY?
a) Low carbon steel
b) Solder
c) Copper
d) Brass

3. If the RELATIVE DENSITY of copper is 9.  What is the mass of 1metre3 of copper?
a) 9,000 kg
b) 90,00kg
c) 900kg
d) 90kg

10. The process of coating a metal with ZINC to protect it from corrosion is called?
a) Zincification
b) Galvanisation
c) Oxidisation
d) Degradation

4. Which one of the following materials used in plumbing suffers from ATMOSPHERIC CORROSION?
a) Brass
b) PVC
c) LCS
d) Stainless steel

5. The RELATIVE DENSITY OF A SOLID is determined by comparing it to the same volume of which other substance
a) Mercury
b) Water
c) Lead
d) Iron

6. Which of the following is highly MALLEABLE?
a) LCS
b) Copper 
c) Cast iron
d) Lead

7. Which of the following types of stress is applied to a solid material to test the TENSILE STRENGTH breaking point?
a)  Pulling
b) Twisting
c) Squashing
d) Resonating

8. The term DUCTILITY is best described by which of the following?
a) A material’s ability to deform under stress without breaking
b) A material’s ability to withstand stress caused by a pair of opposing forces acting along parallel lines
c) A material’s ability to withstand high temperatures
d) A material’s ability to conduct heat

9. A THERMOSETTING plastic is best described by which of the below?
a) A plastic used for cold water installations
b) A plastic specifically used for heating and hot water installations
c) A rigid plastic, resistant to high temperatures, that cannot be remoulded once it has set
d) A rigid plastic that degrades instantly under direct sunlight
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